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Solucdes profissionais

A POWERCOM fundada em 1987, em Taiwan, é lider mundial no fabrico de UPS (Uninterruptible Power Supplies),
unidades de alimentacao ininterrupta, para PC’s e minicomputadores, LANs, WANs, POS, equipamentos de
telecomunicacoes e redes, software de monitorizacao e controo on line e offline.

E considerado o Top 2 fabricante mundial de UPS, de qualidade comprovada, no mundo.

Em Marco de 2007 a Powercom tornou-se lider no mercado de modulos solares fotovoltaicos (Building Integrated
Photovoltaic).

Possui varios prémios de exceléncia referentes a Inovacao Industrial, Fabrico, Controlo de Qualidade, como

o “Symbol of Excellence”, “It is Very Well Made in Taiwan” e detém varios certificados atribuidos por varias
Agéncias Internacionais, nomeadamente:

ISO - International Organization for Standardization, ISO 9001.
ISO - International Organization for Standardization, ISO 14001.
CE - European Organization for Testing and Certification.

TUV - German Standardization Certificate.

LVD - Low Voltage Directive.

CSA - Canadian Standard Association.

FCC - American Standard Association.

UL - Underwritten Laboratories Inc.
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UPS Online [Trifasica-Trifasical

ONL 120K / 100K / 80K

Inversor com Tecnologia SPWM

LCD Frontal

Processador de Sinal Digital (DSP)
Rectificador-inversor IGBT

Factor de Correccao de Poténcia (PFC)
Regulador Automatico de Tensao (AVR)
Sistema de Gestao de Baterias (ABM)
Proteccao Eléctrica/Telefdnica

Filtro EMI/RFI

M Inclui Software (RS-232 / USB)

! IGBT
AVR ABM _ SURGE EMI/RFI RS-232/USB

ONLINE
TRI/ TRI

Especificacoes

MODELO ONL 120K 33 ONL 100K 33 ONL 80K 33

Tipo On Line
TensdodeEntrada  2%0vs20%
Tensao de Saida 230V+2% Sinosoidal Pura
 FrequénciadeEntrada  S0oréOHz«~5%
Frequéncia de Saida 50 or 60 Hz +/- 1%
 Tempo Méx. de Transferéncia (ms)
Proteccao Eléctrica 320J ~ 2ms

Proteccao Contra Curto-Circuitos

Filtro EMI/RFI Sim

Alimentacao 220 Vac
Caixa Metal

Peso 854 Kg 1000 Kg 854 Kg






